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Tyvek Roll Stock Tubing



Manufactured to the same performance standards as our pouches, SPS Medical Tyvek tubing is designed to be cut to any length prior to packaging and then mechanically sealed or taped closed.
	Easy to use
	Cut to proper length, then place item(s) inside the tubing and seal with heat sealer or tape. Available in five (5) convenient widths, each roll is 100 feet in length and allows for easy visibility of processed items. 

	Excellent Quality
	Manufactured with DuPont's Tyvek® spun-bonded olefin and Mylar®, each roll of tubing offers a combination of physical characteristics for superior sterile packaging protection. Up to 8 times stronger than paper of equal or greater weight, Tyvek® generates virtually no airborne particulates upon package opening and is highly resistant to penetration of most liquids. 

	5 Year Shelf-Life
	Shelf-life testing documented 5 year sterility assurance conducted through DuPont's Haskell Laboratory.

	Event-Related Policy
	SPS Medical supports current standards regarding "event - related" sterility assurance and states that SPS Medical roll stock tubing will maintain sterility until point of use when properly sealed and protected from the environment.
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Tyvek Roll Stock Tubing
Catalogue Number

Product Description



Pack Size

	TST-003
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Tyvek® Tubing (3" x 100 ft.)
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1 rl/pk 
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TST-004
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Tyvek® Tubing (4" x 100 ft.)
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1 rl/pk 
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TST-006
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Tyvek® Tubing (6" x 100 ft.)
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1 rl/pk 
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TST-009
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Tyvek® Tubing (9" x 100 ft.)
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1 rl/pk 
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